Raised head shape has excellent visual effect. Can be installed and removed
with the following tools:

Clutch Head screws only operate in a clockwise direction,
ideal for permanent fixtures.
Flat Blade Inse
Machine thread available in various sizes,
Imperial sizes available by special order.

Stocked in Stainless steel with selected sizes T
in Zinc Plated steel. Maximum Security

No special tool required for installation, One-way Clutch Head screws are S ‘ El ‘ sl
installed with flat blade screw driver.

See page 135 - For more details on Driver Tools

O =Zinc Plated

LENGTH DRIVE SIZE REMOVAL TOOL HEAD DIA HEAD HEIGHT MATERIAL
PART NO. ! I

q ‘!’ (]
CHRM620 20mm SLD10 RT61 10.2mm 3.5mm 3045S/S $112.00
CHRM620-Z 20mm SLD10 RTe1 10.2mm 3.5mm Zinc Plated $45.00 O
CHRMé625 25mm SLD10 RT61 10.2mm 3.5mm 304 5/S $130.00
CHRM630 30mm SLD10 RTe1 10.2mm 3.5mm 3045S/S $138.00
CHRMé640 40mm SLD10 RT61 10.2mm 3.5mm 304 5/S $161.00
CHRMé650 50mm SLD10 RT61 10.2mm 3.5mm 3045S/S $180.00
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