Raised head shape has excellent visual effect. Can be installed and removed
with the following tools:

Clutch Head screws only operate in a clockwise direction,
ideal for permanent fixtures.
Flat Blade Inse

S YSYS S LSS SRR Self-tapping thread suitable for screwing

wry ’! 'y b into a pre-drilled pilot hole.

“—Stocked in Stainless steel with selected sizes LEVEL3:
in Zinc Plated steel. Maximum Security
required for installation, One-way Clutch Head screws are E ‘ G ‘ G
installed with flat blade screw driver. ’

Remaval Tool

See page 135 - For more details on Driver Tools

LENGTH DRIVE SIZE REMOVAL TOOL HEAD DIA HEAD HEIGHT MATERIAL
PART NO. ! | g a> |
CHRS6D 13mm SLDs RT41 6.3mm 2.5mm 304 5/S $34.55
CHRS6F 19mm SLDs RT41 6.3mm 2.5mm 3045S/S $35.28
CHRS6G 25mm SLDs RT41 6.3mm 2.5mm 3045S/S $40.43

LENGTH DRIVE SIZE REMOVAL TOOL HEAD DIA HEA: HEIGHT MATERIAL

PART NO. # ! ! b ‘._.

CHRS8D 13mm SLD8 RT51 7.6mm 2.9mm 304 5/S $47.78
CHRS8F 19mm SLDs RT51 7.6mm 2.9mm 304 5/5 $51.03
CHRS8G 25mm SLDs RT51 7.6mm 2.9mm 3045S/S $52.50
CHRS8H 32mm SLDs RT51 7.6mm 2.9mm 304 5/5 $57.75
CHRsS8I 38mm SLD8 RT51 7.6mm 2.9mm 304 5/S $63.00
CHRS8J 50mm SLD8 RT51 7.6mm 2.9mm 304 5/5 $89.25

Ideal for securing number plates.
Other sizes also available on pages

74,75 &76.
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