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Matching head diameter for neat finish.

Clutch head screws only operate in a clockwise
direction, ideal for permanent fixtures.
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Stocked

10-24 UNC

in Chrome Plated finish. Refer to pages 33-37/
for options in Stainless steel.

No | tools required for installation,
u andard flat blade screwdriver.

Shoulder Screws

PART NO.

CHSs51019
CHS51024
CHSS51027
CHS51030
CHS51033

10-24 UNC
Barrel Nuts

LENGTH DRIVE SIZE REMOVAL TOOL
! :

19mm SLD8 RT51

23.4mm SLD8 RT51

26.1mm SLD8 RT51

30mm SLD8 RT51

33mm SLD8 RT51

LENGTH DRIVE SIZE REMOVAL TOOL

PART NO. ‘ !
CHBN10D 13mm SLDs8 RT51
CHBN10E 16mm SLDs8 RT51
LENGTH/ 13mm 16mm 3/4” 15/16" 1
DIMENSIONS 142" 5/8" 1/16”
Dicnciani 18.7mm 23.4mm 26.1mm

0.74" 0.92" 1.03”
Pimension B 6.8mm 4.Bmm 6.6mm

0.27"  0.19” 0.26"
e i 12.6mm 15.9mm

0.50" 0.63"

Can be installed and removed
with the following tools:

See page 135 - For more details on Driver Tools

HEAD DIA HEAD HEIGHT MATERIAL

S ¥ =

10.95mm 3.2mm Chrome Plated $226.20
10.95mm 3.2mm Chrome Plated $211.20
10.95mm 3.2mm Chrome Plated $253.00
10.95mm 3.2mm Chrome Plated $309.30
10.95mm 3.2mm Chrome Plated $314.60

HEAD DIA HEAD HEIGHT MATERIAL
S ¢ =
10.95mm 2.9mm Chrome Plated $250.30
10.95mm 2.9mm Chrome Plated $254.80
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