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SECURITY FIXINGS THAT MEVER LET GO

Can be installed

Hammer-in Security anchor for concrete, very fast a with the following tools:
and cannot be removed.

With 100% contact, Fastdrives create comp
strength which provides superior holding po

No special tools required for installation.

LENGTH HEAD DIA HEAD HEIGHT MATERIAL
PART NO. -) (o - S
FDCA530 30mm 11.2Zmm 3mm Galvanised 532,50
FDCAS540 40mm 11.2mm 3mm Galvanised $39.20
FDCAS550 50mm 11.2mm 3mm Galvanised 547.50
FDCAS565 65mm 11.2mm 3mm Galvanised $53.20
FDCAS575 70mm 11.2Zmm 3mm Galvanised $65.40
FDCAS85 80mm 11.2Zmm 3mm Galvanised 5$139.00
FDCAS5100 100mm 11.2mm 3mm Galvanised 5118.90
FASTDRIVE™ TECHNICAL DATA
Minimum Maximum Clearance

DRILL SIZE  Total Length Embedment ThFilckuRgss Hole Size |

5 30mm 25mm 5mm 6.5mm E]:r. ) T G

5 40mm 25mm 15mm 6.5mm

5 50mm 30mm 20mm 6.5mm %)

5 65mm 30mm 35mm 6.5mm o

5 75mm 30mm 45mm 6.5mm Drill a 5Smm diameter hole to the recommended

minimum depth and clean hole.
5 85mm 30mm 55mm 6.5mm
5 100mm 30mm 70mm 6.5mm
[ |
30 MPA CONCRETE

Embedment Ultimate Ultimate .
Depth mm Tension (Kn) Sheer (Kn)

20 5.4 8.2 9
25 7.4 138

Insert Fastdrive™ through material to be fastened
32 10.6 14.9 and drive with a hammer until head is flush.




