
KINMAR PERMANENT SELF DRILLING SCREWS

PRODUCT  SHEET

FEATURES
Patented design featuring unique indentations that provide  
both a high level of security and guaranteed torque.
Restricted matching driver tool required to fasten  
and not available in the public domain.
Featuring our top tier level 3 maximum security rating.
Other lengths available by special order.
Head can be painted to match standard roofing & cladding colours.
Fitted with neo washer for weatherproofing.

TYPICAL APPLICATIONS
Fixing light gauge steel.
Suitable for defence buildings, security fencing, metal 
roofing & cladding.
Available in 25mm and 50mm for metal roofing and 
cladding applications.

MATERIAL C1022 Carbon Steel

FINISH  Class 4 Galvanised Coating / AS3566.2
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MECHANICAL PERFORMANCE

SCREW 
GAUGE

THREADS  
PER INCH

TENSILE 
STRENGTH 

(N)

SHEAR 
STRENGTH 

(N)

TORSIONAL 
STRENGTH 

(Nm)

PULL OUT 
STRENGTH 

(kN)

STEEL GRADE 
THICKNESS

DRILL  
CAPACITY 

(mm)

12G 14 13,600 8,100 11.3 6.5 1.9 mm G450 1.2 - 3.0

Fitted with neo washers for roofing 
and cladding applications.

LEVEL 3:
Maximum Security

Kinmar permanent 
security tools are 
required for 
installation.



Disclaimer: Whilst every reasonable effort has been made in preparation of this guide, 
Sentinel Group accepts no responsibility for the accuracy of the information supplied.
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HD

HHDS

L

DIMENSIONS

PART 
NUMBER

SCREW 
GAUGE

DRIVER  
SIZE (DS)

HEAD 
DIAMETER (HD)

HEAD 
HEIGHT (HH)

LENGTH 
(L)

PACK QTY

KMPSD12G-G 12G KMPD1 15.1 mm 7.3 mm 25 mm 100 / 1,000

KMPSD12J-G 12G KMPD1 15.1 mm 7.3 mm 50 mm 100 / 1,000

•	 Kinmar self-drilling screws have been manufactured in accordance with AS3566.1-2002 – Australian fasteners standard for the general 
screw requirements and mechanical properties.

•	 Kinmar self-drilling screws have been mechanically galvanised in accordance with AS3566.2-2002 - Australian fasteners standard for the 
corrosion resistance requirements of self-drilling screws.

KINMAR PERMANENT SELF DRILLING SCREWS

VIEW THE Kinmar PERMANENT SELF-DRILLING ONE WAY SCREW VIDEO
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https://sentinelgrp.wistia.com/medias/z4chavsnj3

