Can beinstalled and removed
with the following tools:

ts flush with material. Other special heac
n be custom made to order.

- Stocked in 304 Stainless steel. 316 Stai T
and Galvanised versions can be made to order. Insert Bit

Sharp needle point for accurate locating.

Sharp self-tapping threads suitable for screwing
into a pre-drilled pilot hole.

Ml . 4 LEVEL 1:
Pin in recess to resist tampering. Basic Security

High torque hex drive with chamfer to assist driver tool insertion. Q ‘ ‘ See page 137 - For more details on Driver Tools

LENGTH DRIVE SIZE HEAD DIA HEAD HEIGHT MATERIAL
PART NO. 4 ‘!’ O ' %\
PHCS10D 1/2" (13mm) H40 9.3mm 3mm 304 5S/S $106.10
PHCS10E 5/8" (16mm) H40 9.3mm 3mm 304 5/S $110.30
PHCS10F 3/4" (19mm) H40 9.3mm 3mm 304 S/5 $117.30
PHCS10G 1" (25mm) H40 9.3mm 3mm 304 5/S $136.00
PHCS10H 11/4" (32mm) H40 9.3mm 3mm 3045/5 $137.70
PHCS10I1 11/2" (38mm) H40 9.3mm 3mm 304 5/S $160.50
PHCS10) 2" (50mm) H40 9.3mm 3mm 304 5S/S $182.40
PHCS10K 21/2" (63mm) H40 9.3mm 3mm 304 5/S $210.60

We can supply broken packs;
Just add 20% to the price.

LENGTH DRIVE SIZE HEAD DIA HEAD HEIGHT MATERIAL
Sl N SO Y S
PHCS12E 5/8" (16mm) H40 11.7mm 4.8mm 304 5/5 $156.60
PHCS12F 3/4” (19mm) H40 11.7mm 4.8mm 304 5/S $159.00
PHCS12G 1”7 (25mm) H40 11.7mm 4.8mm 304 5/5 $163.80
PHCS12H 11/4” (32mm) H40 11.7mm 4.8mm 304 5/S $166.00
PHCS121 11/2" (38mm) H40 11.7mm 4.8mm 304 5/5 $221.60
PHCS12) 2" (50mm) H40 11.7mm 4.8mm 3045/S $253.00
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