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Domed button shap - ffect and safety benefits. Can beinstalled and removed

Thread is th ve of th nut, i or clamping with the following tools:

applications where both sides are visible.
Insert Bit
] Stocked in 304 Stainless steel, Galvanised

and Zinc Plated.

Internally threaded with metric and imperial
options.
$ LEVEL 1:
Pin in recess to resist tampering. Basic Security

1h torque drive with chamfer tc t driver tool insertion.

See page 134 - For more details on Driver Tools

LENGTH HEAD DIA THREAD DEPTH OUTSIDE DIA MATERIAL
PARTHO. © - ) S
RTEN1020 20mm Tas 18.5mm 5.8mm 14mm 12.5mm 3045/S $485.00
RTBEN10-Z 28mm Tas 21mm 6mm 20mm 13.5mm Zinc $175.00
RTEN10-G 28mm T45 21mm 6mm 20mm 13.5mm Galvanised $195.00
RTBN1028 28mm T45 22mm 7mm 22.5mm 13.8mm 304 5/S $500.00

LENGTH DRIVE SIZE HEAD DIA HEAD HEIGHT THREAD DEPTH OUTSIDE DIA MATERIAL
ey O - wm) =
RTBN12-G 35mm T50 25.2mm S5mm 24mm 16.5mm Galvanised 5$300.00
"
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¢ M125/SSTELLAROPTION Other MI2 /S options
: onpage 118 by special order
°
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