Installed with standard tools
One way clutch type drive recess allows easy installation with no tool for removal
standard Pozi Driver but almost impossible to remove.

tured with zinc plated finish,

galvanised to order.

Pan head head shape has excellent visual
effect and safety benefits.

- Drive shape is unique to Prolok, Design rights apply.

HEAD HEIGHT MATERIAL
PART NO. ) 4 - =) bl
STBM612 12mm PZ3 11.6mm 4.2mm Clear Zinc Plated $121.00
STBM616 16mm PZ3 11.6mm 4.2mm Clear Zinc Plated $123.20
STEM620 20mm PZ3 11.6mm 4.2mm Clear Zinc Plated $125.40
STBM625 25mm PZ3 11.6mm 4.2mm Clear Zinc Plated $128.15
STEM640 40mm PZ3 11.6mm 4.2mm Clear Zinc Plated $300.30

DRIVE SIZE HEAD DIA HEAD HEIGHT MATERIAL
PART NO. ! | é\
STBM825 25mm PZ4 15.8mm 5.5mm Clear Zinc Plated $152.90
STBMS830 30mm PZa 15.8mm 5.5mm Clear Zinc Plated $157.30
STBM840 40mm PZ4 15.8mm 5.5mm Clear Zinc Plated 5162.80
STBM850 50mm PZa 15.8mm 5.5mm Clear Zinc Plated $169.40

Fast & easy installation, ideal
for permanent, non-removable
fixings.
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