~——— Countersunk head seats flush with material. Other special shapes
can be custom manufactured to suit specific projects.

threaded taper point for

g thread suitable for screwing
re-drilled pilot hole.

See page 137 - For more details on Driver Tools

2 hole driver system is tamper resistant and also popular for visual effect.

DRIVE SIZE HEAD DIA HEAD HEIGHT MATERIAL
S A -
THCS12G 25mm TH7 10.3mm 3.7mm 3045/S $125.00
THCS121 38mm TH7 10.3mm 3.7mm 304 5/S $143.90
THCS12) 50mm TH7 10.3mm 3.7mm 304 5/S $158.60

DRIVE SIZE HEAD DIA HEAD HEIGHT MATERIAL
PART NO. | O ' | é\
THCS14E 16mm THs 12.2mm 4.6mm 3045/S $143.10
THCS14F 19mm TH8 12.2mm 4.6mm 3045/S $144.00
THCS14G 25mm THs8 12.2mm 4.6mm 3045/S $144.80
THCS14H 32Zmm THs 12.2mm 4.6mm 304 5/S $156.70
THCS141 38mm THs 12.2mm 4.6mm 304 5/S $159.20

THCS14) 50mm THs 12.2mm 4.6mm 304 5/S $171.70




